
MULTI-PURPOSE LCD DISPLAY 
MU-155C 

Operator’s Guide 
The purpose of this Operator's Guide is to provide basic operating procedures for this 
equipment. For more detailed information see the Operator's Manual.  

12-24 DVC

FCV-1200L series
CH-250
CSH-5L/8L
FSV-24/24S/30/30S
GP/GD-280/380/680
FR-1510 MARK-3 series
FR-21X5 series
MODEL1833C series
MODEL1833C-BB series

DVI-DFAR-21X7 series
FEA-2107

12-24VDC

RGB1

RGB2

VIDEO1

VIDEO3

VIDEO2

CCD camera,
Video recorder, etc.

3COX-2P-6C (Option)

DVI-D/D SINGLELINK5M
(Option)

2.5C2V or 3C2V
(Local supply)

MJ-A3SPF0017-050Z
(Supplied)

Arrow keys
Select menu item.

DISP key
Shows the DISPLAY selection window.

MENU key
Shows the main menu.

BRILL key
Shows the BRILL adjustment window.

PIP key
Shows the PIP selection window.

Power key

LED

Optical sensor

 



2 

Adjusting Display Brilliance 
1. Press the BRILL key to show the BRILL 

window. 
 
 
 
2. Press the left or right arrow key to adjust 

the brilliance.  
You can also adjust brilliance by pressing 
the BRILL key. 

3. Press the up or down arrow key to close 
the window. 

 

Choosing Source for Main 
Picture 
1. Press the DISP key to show the DISP 

window. 
 
 
 
 
 
 
 
2. Press the up or down key to select a 

signal. 
You can also select the signal by pressing 
the DISP key continuously. 
RGB1-2: The signal from the chosen RGB 
port is displayed on the entire screen. 
DVI: The signal from the DVI port is 
displayed on the entire screen. 
VIDEO 1-3: The external video from the 
appropriate VIDEO port is displayed on the 
entire screen. 

3. Press the left or right arrow key to close 
the window. 

 

Choosing Source for 
Picture-in Picture 
1. With the RGB1, RGB2 or DVI display 

shown, press the PIP key to show the 
PIP window. 

 
 
 
 
 
2. Press the up or down arrow key to select 

a video picture connected to each 
VIDEO port. 

VIDEO can be also selected by pressing 
the PIP key continuously. To turn off the 
picture-in-picture window, choose OFF. 

3. Press the left or right arrow key to close 
the window. 

 

Remote Controller Operations 
Key name Function 

RGB1 Shows the RGB1 signal. 
RGB2 Shows the RGB2 signal. 
DVI Shows the DVI signal. 

VIDEO1 Shows the VIDEO1 signal on the 
entire screen. 

VIDEO2 Shows the VIDEO2 signal on the 
entire screen. 

VIDEO3 Shows the VIDEO3 signal on the 
entire screen. 

PIP1 Shows the VIDEO1 signal in the 
picture-in-picture window. 

PIP2 Shows the VIDEO2 in the 
picture-in-picture window. 

PIP3 Shows the VIDEO3 in the 
picture-in-picture window. 

BRILL (+) Increases the display brilliance. 
BRILL (-) Decreases the display brilliance. 
MENU Shows the main menu. 
Arrow keys Select the menu items. 
 

 

 

BRILL 50 

RGB1 
RGB2 
DVI 
VIDEO1 
VIDEO2 
VIDEO3 

VIDEO1 
VIDEO2 
VIDEO3 
OFF 

牧 
 

牧 
OSE-20300-A




